
 

 

   GV-800 GV-1480 

PRODUCT       

Display (Division) 1,4,5,8,9,10,13,16 (Full Motion) 

Image Input (BNC) 16 Channel 

Recording (F/sec) 100 400 

Display (F/sec) 100 400 
Trans. LAN (F/sec) 80  

Recording Mode Event (Alarm, motion), Continuous, Intensive (Auto speed variation), Schedule (Camera/ Day/ Time) 

Pre-Alarme Recording Yes 

Compression Size Wavelet, Mpeg-4, M-JPEG      Video: AVI, Image: bmp, Jpeg, tif 

Motion Detection Regions per Channel / Adjustable sensitivity 

Audio in 4 canaux 16 canaux  (TV out)  
Resolution 720x576, 720x288, 640x480, 640x240 , 320x240 

Watchdog Yes hardware 

Searching Date and Time, Channel, Index event (Alarm, Motion), thundbail 

User Level Multi-Level of Security Access 

Remote Operation Remote administration, Viewing Through ISDN, ADSL, Lan, TCP/IP, i-Mode GSM, G-View PDA, Symbian 

Sensor Input / Output Option : GV-IO: 8 In & 16 Out,     GV-Relay: 8 relais option  
Pan Tilt / Zoom Option : GV-NET: RS-485 Interface 

UNIT Moniteur de visualisation 17õõ TFT, HD 160Gb sauvegarde des vid®o, Graveur DVDRW  

16 Channels 1299 TC 1799 TC 

GV-NET/IO 

 
 

 
 

 
4 entr®es 

4 sorties 

RS 485 

119,01 ht (144) 

GV-IO (PT-811) 

Contrôleur 8 entrés 

et 16 sorties digi-

tales TTL(0-5V 

Nécessite GV-NET 

(max. 9 GV-IO /

sys.) 

81,82 ht (99) 

GV-Relay (PT-908) 

Module 8 sorties relais 

NO 6A/250Vac ou 

5A/28Vdc  

Nécessite GV-IO 

(Max.18 GVRelay/Sys.) 

73,55 ht (89) 

O P T I O N S  GEOVISION  

GV-NET 485 
 

Convertisseur de signaux RS232 

sur Com1 ou Com2 <> RS485 

41,32 ht (50) ext 

68,60 ht (83) PCI 

ou 

GV-IO 12 out 

 
 

 
 

12 sorties NO sec 

For GV600-V3, 650 

V3, 800-V3, 900,  

GV1000 V1.21  

119,01 ht (144) 

GV-IO 12 in 

 
 

 
 

12 entr®es (5Vmax) 

For GV600-V3, 650 

V3, 800-V3, 900,  

GV1000 V1.21  

119,01 ht (144) 

Remote Control 
 
 
 
 
 
 

Infra Red  
 (7 meters, 1.5V AAA x2) 

Allows Live Multicam 
Control, PTZ Control & 

Viewlog Playback 

68,60 ht (83) 

GV-Keyboard 
Programs and Operates 

 GV-Systems 

8 Programmable Short Cut 

Keys, PTZ, Main Screen & 

Viewlog control 

Control Up to 16 GeoVision 

Systems via RS-485 Con. 

333.88 ht (404) 

GV-Data & Hub 

Data (POS) conversion 

transaction capture 

(2in+3out RS232, 1) 

315,70 ht (382) 

HUB (4 RS-232, 4 RS-

485, USB) 

222,31 ht (269) 
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Interne Color CCD-DI82 : 149 TC 
420TVLine 

1/3õõ ccd Sony 

0.8 lux, 0.05 lux b/w 

Focal 3.5-8mm 

Option : Power 

 

Objective 208040: 89 TC 
Auto Iris 
F1.2 

View angle 44-95° 

Focal 3.5-8mm 

 

Objjective 208060: 94 TC 

Auto Iris 

F1.4 

View angle 36-101° 

Focal 2.8-12mm 

 

 

Boîtier Externe EL 
2300: 65 TC 
W 152x H 154x 470mm 

Pied de fixation mur 
 

 

 

 

 

Pied pour  Camera BK 2500: 10 
TC 

Liste de limitative, dõautres models ou marques disponible sur simple demande (models affich® que nous suivant r®guli¯rement). 

Externe & IR: SE 8432 115 TC 
420 TVLine 

1/3õõSony 

0 lux IRouge on 25m, 

Power 12VDC/15W : 8 TC 

 

Externe : BUL2: 149 TC 

420TVLine 

1/3õõ 

0.05 lux 

30m c©ble coax & Power 
 

Externe : BUL5: 267 TC 

420TVLine 

1/3õõ 

0.05 lux, 0lux IRouge 

30m c©ble coax & Power 
 

 

Interne Alarme Box: PIRE : 73 TC 
420 TVLine 

1/3õõSony 

1 lux 

Power 12VDC/15W : 8 TC 

 

Interne Smoke Box: SMOKE : 77 TC 
420TVLine 

1/4õõSony 

1 lux 

Power 12VDC/15W : 8 TC 

 

Externe UFO: SE 8433 : 169 TC 
420 TVLine, 1 lux, 1/3õõSony 

 

Power 12VDC/15W : 8 TC 

 

Interne Fixe: TVR7113 : 199 TC 
480 TVLine 

1/3õõ 

1 lux 

Power 12VDC/15W : 8 TC 

 

Interne Fixe: BUL6 : 48 TC 
350 TVLine 

1/3õõ 

0.6 lux 

Power 12VDC/15W : 8 TC 

Radio Fréquence:11RX+TXC: 369 TC 
380TVLine 

1/3õõ 

3 lux 

2.4GHz, max 100m, Power 

 

Obj. mono focal 3.6mm (92°) 
 20Á, 26Á, 39Á, 60Á, 80Á, 130Á, 150Á 

Objectif :  30 TC 

SPECIALES FIX DOME 

Câbles Coax: 0,37ht/m (0,45) RJ45-8: 0,83ht/m (1) MO c©blage: 45 ht (54,45)/h Instal./config: 61,97 ht (75)/h 

PTZ SE506: 1299 TC 
480 TVLines, 6õõ, D&Night, 0.01lux 

Auto: Iris, Focus 

Zoom 27xoptical & 10xdigital = 270 

128 presets positions 

6 Auto cruise, 40 Pattern tours 

6 zone masking 

Multi-protocol: Pelco, Sams.. , RS-485  

4 alarma in & 1 out, Ventilateur 

HIGH speed pan 0~300°/sec, tilt 0~120°/sec 

Boîtier double aluminium externe, 2 fixations 

Power AC24V/ 220v fournie 

PTZ SE506: 749 TC 
480 TVLines, 6õõ, Day & Night, 0.01lux 

Auto: Iris, Focus 

Zoom 27xoptical & 10xdigital = 270 

64 presets positions 

6 Auto cruise, 6 Pattern tours 

Multi-protocol: Pelco, Sams...RS-485  

Speed pan 0~15°/sec, tilt 0~15°/sec 

Boîtier double aluminium externe, 2 fixations 

Power AC24V/ 220v fournie 

PTZ SE605: 599 TC 
480 TVLines, 6õõ, Day & Night, 0.01lux 

Auto: Iris, Focus 

Zoom 27xoptical & 10xdigital = 270 

64 presets positions 

6 Auto cruise, 6 Pattern tours 

Multi-protocol: Pelco, Samsung... , RS-485  

Speed pan 0~15°/sec, tilt 0~15°/sec 

Power AC24V/ 220v fournie 
 

SEP605-310 Fixation Faux Plafond 49 TC 

 

Clavier PTZ SEP1602: 620 TC 
3axes joystick 

Multi-protocol RS-485 

Camera ID 0-255 

Fixations SEP1602: 50 TC 
Coin In, Coin Out, Poteau 
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