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High  Definition  Digital  Video  Recorder  
 

HDDVR Unit 
VIPEye state-of-the-art High Definition Digital Video Recorder are equipped with an IntelÈ Pentium, 10/100 Network Interface Card (NIC), CD-
RW Drive, 3.5" Floppy Drive, Sound Card, and a standard from 80 GB Video Storage Hard Drive. Housed in a high performance and versatile 

Rack-Mount case (optional). Storage of multiple HDDRs for enterprise applications is easier than ever. 
 

HDDVR Server Software 
The VIPEye HDDR server software comes pre-configured for fast and seamless integration within your existing IT infrastructure. Designed 

around Microsoft Windows, the server software offers unparalleled stability, security, and ease of use. Accordingly, your security investment has 
never been easier to maintain. Multiple users may simultaneously connect through any network or dialup connection for instantaneous live vie-
wing, digital search, and off site video storage. This powerful software enables users to establish recording schedules, create motion detection 

zones, use PTZ controls, and configure alarm inputs and outputs for each of the system's cameras. With the latest advancements in the HDDVR 
Server Software, searching and indexing your video archive has never been easier. Video can now be found, viewed, and exported in X number 

of file formats with just X few clicks.  
 

HDDVR Remote Software  
Connecting remotely to the HDDR has never been easier. The newest version of the software allows multiple remote users to view, search, in-

dex, and backup video through any network or dialup connection. Remote users may also be granted system configuration privileges based upon 
a multilevel password hierarchy. If enabled, the HDDR is also capable of instantaneously transmitting live video and notification to remote users 

upon motion detection and alarm. Additionally, the remote software has been engineered to operate flawlessly on any Microsoft platform.  
 

DEEP Compression (DEnsity Exchange Protocol)  
VIPEye DEEP compression is a revolutionary technique that combines the benefits of JPEG compression and Wavelet technology.  File sizes 

are dependant on image resolution, which, are determined by the user configuring the system based upon the needs of their respective organiza-
tion.  High Definition Digital Recorders are capable of capturing images at resolutions of 720x576 and 360x288. 

 
After these digital image files have been compressed, they are stored on a hard disk drive where they can be easily viewed, copied or archived.  

These images may now be remotely accessed through a LAN, WAN, dial up connection, or over the Internet. 
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Major Features 
 Designed for MicrosoftÈ WindowsÈ  
 12 Month Warranty  
 Supports up to 16 Relay Inputs for Alarm Control  
 Remote System Operation & Configuration  
 Supports Multiple Simultaneous Remote Connections  
 PAN / TILT / ZOOM Controls  
 Simultaneous Video Search & Playback  
 Create Video Indexes for Easy Searching  
 Multiple Levels of Security Access  
 Supports up to 16 Control Outputs  
 Up to 32 Cameras per HDDR Unit  
 High Performance Rackmountable Case  
 Output the Video to a NTSC/PAL Display  
 Virtually Unlimited Storage Potential  
 Supports Watermarking, Continuous,  
 Motion Detection 5 regions per cameras, Alarm, Pre-Alarm 1min, 
 and Scheduled Recording Modes ,  Hardware Watchdog 
 720x576 / 720x288 / 360x288 Recording Resolutions  

Subject  VIP Eye HighEnd  

Camera Input 16Ch 

Audio Input 4Ch. 

Display frame 
rate 

PAL 400fps real time 

Recording 
Resolution  
/ Fame rate 

PAL 
360 x 288 / 200fps 
720 x 288 / 100fps 
720 x 576 / 50fps 

Recording Mode 
Continuous, Motion, 

Schedule, Event 

Compressed Image Size Avg. 2Kb (360 x 240) 

Sensor Input 16Ch. 

Control Output  16Ch. 

TV Composite Output 1Ch. 

Loop Through 16Ch. 

Remote Control 
PSTN / ISDN / LAN / 
Modem / Adsl / é.. 

Operating System (OS) Windows XP  Embedded 

Standard Dimension 4U (Industrial Case opt.) 

Scheduled search 

Detection zone 

Example of application 

Included Software 
 
Remote Software   
  View live video, search saved video, export and save to AVI, 
JPG, edit DVR settings, PTZ control, sensor and motion moni-
toring, and more...  
  
Backup Viewer   
  Play video saved in the DVR proprietary format. This softwa-
re can be installed and used on virtually any desktop.   
  
Watermark Viewer   
  Verifies the authenticity of exported images.   
  
Emergency Agent    
  Installs on a client desktop, connects to a DVR, and then 
runs in the background. When an alarm event occurs, a win-
dow immediately opens and starts displaying live video.      
 
CSS (Central Station Software) (OPTIONAL)  
  Allows you to remotely connect up to 100 DVR units, view 
live video, search saved video, import maps, and remotely 
backup. This software is designed for enterprise users who 
require the flexibility and power of this type of management. 
All users can benefit from this software.    


